
Fully portable electric boilers that deliver up to 36kW, these versatile 
hot water systems are equally at home as part of stand alone heating 
systems, or as back up during repairs or maintenance to a fixed 
system. 

Great for underfloor heating systems and ideal for curing screed, 
where the simple to use touch screen allows users to easily tailor 
them to any application: Just set the temperatures and timeframe 
and let the unit scale up and down automatically as required. The 
controller can then store up to six different programs for future 
reference.

Housed in an all steel case these versatile boilers are built to 
withstand the rigours of regular site use and transportation and 
come ready to plug and play. 

Also featuring a full suite of safety devises such as high and low 
pressure protection, over temperature protection and automatic air 
bleed valves the WB range also boast our two year warranty.

✔ Up to 36kW of fully portable heat
✔ Full steel construction
✔ Automatically scales up and down water temperature for 

screed drying; no need for site visits
✔ Easy to use touch screen to create and store programs
✔ Stores up to six programs
✔ Fully serviceable
✔ UK built
✔ Two year warranty 

'Attendance free screed drying'

 Call us on 01527 830610 or visit www.broughtoneap.co.uk
As Broughton strive to manufacture to the highest standards we reserve the right to alter specification without prior notice

WB22/25 WB36/25

Heat Capacity 21kW Heat Capacity 36kW

Supply 400V 32A 3 
phase+neutral+earth 

 Supply 400V 63A 3 
phase+neutral+earth 

Max Current 30.5A Max Current 53A

Water Flow Rate 
26L/min (max)

Water Flow Rate 
27L/min (max)

Weight Dry 64kg Weight Dry 64kg 

Weight Wet 79kg Weight Wet 79kg 

Noise (3m) <32dB Noise (3m) <32dB

IP Rating IP20  IP Rating IP20

Max Operating Temp 
35c +/- 3c 

Max Operating Temp 
35c +/- 3c

Maximum System 
Capacity 160L 

Maximum System 
Capacity 160L 

Dimensions 
H/W/D1017x611x599mm

Dimensions 
H/W/D1017x611x599mm

Water Temperature 
Range 2°C to 80°C

Water Temperature 
Range 2°C to 80°C

10 litre expansion tank 
included as standard

10 litre expansion tank 
included as standard

3/4” BSPP Connections 3/4” BSPP Connections

The All New WB22 and WB36 Portable Electric Water Boilers

WB22 & WB36WB22 & WB36
Mighty Mighty Heat Packaged Heat Packaged 
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WB22 & WB36WB22 & WB36
Mighty Mighty Heat Packaged Heat Packaged 
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